
5704196 5704196019857 019864185 MM 218 MM1,1 KG 1,3 KG1 1

5704196 5704196029771 02978827 x 23 CM 32 x 26 CM1,5 KG 2 KG1 1
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POLAR®

6130 A DRILL, 10 MM 6130 B DRILL, 13 MM

■	Composite motor housing.  
■	Two speed trigger.  
■	Reversing bar on both sides.  
■	Keyless chuck.

■	Composite motor housing.  
■	Two speed trigger.  
■	Reversing bar on both sides.  
■	Keyless chuck.

Speed: 1.800 RPM 
Chuck size: 3/8” (10 mm) 
Noise level: 83 db(A) 
Power: 0,5 HP (0,37 Kw) 
Air inlet: 1/4” 
Hose size: 3/8” (10 mm) 
Air consumption: 113 L/Min

Speed: 800 RPM 
Chuck size: 1/2” (13 mm) 
Noise level: 83 db(A) 
Power: 0,5 HP (0,37 Kw) 
Air inlet: 1/4” 
Hose size: 3/8” (10 mm) 
Air consumption: 113 L/Min

TECHNICAL DATA: TECHNICAL DATA:

AIR TOOLS

L L

DRILLS & RIVETERS

6160 3/16” AIR HYDRAULIC RIVETER 6160 1/4” HEAVY-DUTY AIR HYDRAULIC RIVETER

Tool stroke: 14 mm 
Traction power:  1219 kg 
Air inlet:  1/4” 
Rivet capacity: 2.4 - 4.8 mm  
 (3/32”-3/16”) 
Hose size:  1/2” (13 mm) 
Noise level: 77,8 db(A) 
Vibration level:  1,2 m/s2

Tool stroke: 16 mm 
Traction power:  1894 kg 
Air inlet:  1/4” 
Rivet capacity: 2.4 - 6.4 mm  
 (3/32” - 1/4”) 
Hose size:  1/2” (13 mm) 
Noise level: 81,2 db(A) 
Vibration level:  0,6 m/s2

TECHNICAL DATA:

TECHNICAL DATA:

H x L H x L 

■	Lightweight cast aluminum body. 
■	Machined chrome plated steel nosepiece. 
■	Air relief valve prevents overloading. 
■	Safety cap collects spent rivet pins. 
■	Nose pieces in 2.4 - 3.2 - 4.0 and 4.8 mm 
■	Rivet material: Aluminium, steel and 
 stainless steel.

■	Lightweight cast aluminum body. 
■	Machined chrome plated steel nosepiece. 
■	Air relief valve prevents overloading. 
■	Safety cap collects spent rivet pins. 
■	Nose pieces in 2.4 - 3.2 - 4.0 - 4.8 -  
 5.6 and 6.4 mm 
■	Rivet material: Aluminium, steel and 
 stainless steel.
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